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CORROSION manifests itself in many ways. Some of these ways 
arc striking, some insidious; some are 
costly, some of purely nuisance value. 
Its mitigation is often accomplished by 
trial and error methods, other times 
by search for causative or preventive 
factors. Knowledge of corrosion is 
usually increased, however, by what-
ever means of mitigation are adopted. 
Wire Drawing 
In valves, impingement corrosion 
may be severe and is commonly re-
ferred to as "wire drawing." Impinge-
ment corrosion occurs under condi-
tions of very high velocity and it re-
sults in a metal surface which appears 
to have been impinged or pitted by a 
high lateral turbulent velocity. Cop-
per-zinc alloys, as well as copper, are 
notoriously subject to impingement at-
tack. Not a new phenomenon, wire 
drawing in ordinary household faucet 
seats has existed as a nuisance type of 
corrosion not generally prevalent or 
recognized. 
Impingement attack has frequently 
been reported as the result of high 
velocity with entrained air in the fluid 
stream, causing impingement of gas 
bubbles on the metal surface. From 
the results of this study, it might be 
concluded that this theory is not cor-
roborated. It is more probable, how-
ever, in the type of water used in this 
study, that the influence of dissolved 
oxygen is negligible (1), compared to 
that of chloramine. 
During the year 1952-53, there was 
an increase in the number of com-
plaints and, in some communities, such 
as Champaign-Urbana, requests for in-
formation on how to avoid frequent 
replacement of faucet seats due to wire 
drawing were received from home 
owners, hotel maintenance men, apart-
ment buildings, schools, and plumbing 
contractors. One of the larger plumb-
ing contractors reported that during 
the years 1948-50, his annual orders 
for faucet seat replacements had been 
about 500, and that suddenly in 
1951-52 they increased to 1,500. No 
data were available on the geographic 
location of the replacements. 
In Champaign-Urbana the water 
supply was changed to a new well field 
in 1951, but with the possible excep-
tion of a somewhat lower ammonia 
content, the quality of the water was 
not greatly affected. 
At about this time, to facilitate iron 
removal, the procedure for treatment 
had been revised to provide chlorina-
tion before filtration, whereas formerly 
split chlorination had been practiced. 
The prechlorination now provided more 
than 2 ppm chlorine residual in the 
water leaving the plant. This residual 
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was established as chloramine, with no 
free chlorine present. The revised 
treatment, however, altered conditions 
in the distribution system so that both 
dissolved oxygen and chlorine resid-
uals were recorded at the ends of the 
distribution system. Formerly, chlo-
rine residuals were virtually absent in 
the outer part of the system. 
Tests were made using cotton plug 
filters to determine whether the new 
treatment was releasing particles of silt 
from deposits and slime growths in 
TABLE 1 
Tap Water Composition 
Item 
Iron (Fe) 
Manganese (Mn) 
Calcium (Ca) 
Magnesium (Mg) 
Sodium (Na) 
Ammonium (NH4) 
Silica (SiO2) 
Fluoride (F) 
Chloride (Cl) 
Nitrate (NO3) 
Sulfate (SO4) 
Alkalinity (as CaCO3) 
Hardness (as CaCO3) 
Dissolved oxygen 
Amount 
p p m 
trace 
trace 
60.0 
24.0 
46.0 
0.6 
19.0 
0.3 
6.0 
0.2 
9.6 
330.0 
250.0 
6.0 
epm* 
3.0 
2.0 
2.0 
0.03 
0.20 
0.20 
6.60 
5.00 
* Equivalents per million. 
the mains, thereby possibly causing 
such particles to lodge in faucet seats 
and promote the inception of wire 
drawing. No significant amount of 
silt content was noted at the ends of 
the system. An analysis of the tap 
water is shown in Table 1. These 
readings were taken at a temperature 
of 55°F and a pH of 7.4. 
In June 1953 a series of six faucets 
was installed at the water plant. These 
faucets were adjusted daily to provide 
a specified drip rate. Failure was in-
dicated by inability to stop the flow 
of water. Four of the faucets had 
pressed-fit removable seats of yellow 
brass and two were equipped with seats 
of Monel metal. At the end of 52 
days all four of the brass seats had 
failed, but neither of the Monel seats, 
which were seats No. 5 and 6 in Table 
2. Two of the brass seats, No. 14 and 
15, having an adjusted drip rate of 
200-400 ml per minute, failed within 
14 days, whereas the other two, No. 
16 and 17, having an adjusted drip 
rate of about 40 ml per minute, failed 
within 27 days. 
No attempt was made to use stain-
less steel in this experiment. The 
University of Illinois' maintenance ex-
perience had found that it was no more 
satisfactory than brass, although Monel 
metal proved satisfactory at points 
where severe wire drawing had been 
continuously experienced. During this 
period a large hotel in Urbana at-
tempted to use stainless steel for faucet 
seat replacements but also found it to 
be no better than brass. 
In 1949-52, information appeared 
which indicated that chlorine and 
chloramine accelerated impingement at-
tack and cavitation (2-5). It became 
important, then, to determine whether 
air, free CO2, or chloramine was the 
cause of the experiences noted in 
Champaign-Urbana. There was no 
reason to believe that a greater amount 
of CO2 was present in the water. 
Furthermore, CO2 or chlorine, could 
not, be eliminated from the water ex-
cept at prohibitive expense. Also, be-
cause the major manufacturers of the 
faucets already in service did not 
choose to make Monel faucet seat re-
placements available, it became neces-
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sary to learn if a plated faucet seat 
would be satisfactory. 
Testing 
An opportunity was offered to test 
faucet seats in the University of Illi-
nois Vivarium building, where the 
city water was dechlorinated by pass-
ing through activated carbon and re-
aerated to produce a high dissolved-
oxygen content. Water leaving the 
activated carbon filter was of low 
dissolved-oxygen content. In the 
meantime, in December 1953, the chlo-
rine residual at the city water plant 
was reduced to 1.3 ppm. Three series 
of tests were made at this location, 
using in each case the three types of 
water. Specified drip rates were ad-
justed daily except Saturday and Sun-
day. At these times determinations 
were made for chlorine and dissolved 
oxygen. 
In the first test period, with water 
of no chlorine residual, faucet seats 
No. 1, 3, 5, and 9, whether brass or 
Monel, lasted for the entire 41 days 
of the test. Faucet seat, No. 2, in the 
chlorinated water, was plated electro-
lytically with 0.006 g silver.* This 
seat lasted for the 41 days as well as 
the Monel seat No. 6. Two brass 
seats, N o . 1 and 3, which did not fail 
in the absence of chloramine, lost 
weight in the same order of magnitude 
as those which failed with chlorinated 
* This process consisted of a 3-5-sec dip 
in 135 ml of H2O containing 1 g of HgCl2 
and 0.5 g of NH4Cl. The seat was imme-
diately rinsed in warm water and then 
dipped again for 3-5 sec in 135 ml "H2O 
containing 9 g of KCN and 0.5 g of AgCN. 
An electric current of 0.5 amp (direct cur-
rent) was applied for 10-15 min, with Ag 
or Pt electrode at a distance of 0.5 in. from 
the seat, in 135 ml H2O containing 4.5 g 
KCN, 4.85 g AgCN, and 5.0 g of K2CO3. 
water. In this test, two faucets, No . 9 
and 10, were installed with a movable 
seat and rigid washer. 
The next period of tests lasted 91 
days. Seat No. 10 was replaced by 
seat No . 11 and two faucets with red 
brass seats, No. 7 and 12, were in-
cluded. Again the Monel and the elec-
trolytically plated seats withstood the 
chlorinated water but the brass seats 
did not. Seat No. 1, in dechlorinated 
water with low-dissolved oxygen, failed 
after 132 days, the combined length of 
the two test periods. Seat No. 3, in 
dechlorinated and re-aerated water, 
failed at the same time. 
The last period of tests ran for 147 
days. T h e seats which had not pre-
viously failed were again installed and 
three additional seats were prepared. 
One of these, No. 18, was silver plated 
electrolytically. The other two, No. 
19 and 20, had been dipped in silver 
cyanide to produce a silver coating. 
These seats failed in 47 and 72 days, 
respectively. They were then ma-
chined and replated. Seat No. 19 was 
plated electrolytically and was then 
referred to as No. 21. Seat No . 20 
was plated by dipping again in silver 
cyanide and became No. 22. Sixty-
three days after seat No. 20 had been 
redipped in silver cyanide, it again 
failed. The seat which had been elec-
trolytically silver plated was still in 
service after 42 days. Experiments 
were concluded at this time. A sum-
mary of the results of these tests is 
shown in Table 2. 
Brass seats in dechlorinated water 
with or without dissolved oxygen, 
lasted about three times as long as 
brass seats in the presence of chlora-
mine at a concentration of 1 ppm. 
Red brass seats were found to be no 
better than yellow brass in chlorinated 
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TABLE 2 
Summary of Results* 
Seat No. 
14, 15 
16, 17 
4, 13 
12 
10, 11 
19, 20, 22 
2, 18, 21 
6 
1 
3 
7 
9 
5 
Material 
brass 
brass 
brass 
brass (red) 
brass 
brass— 
silver plated 
(dipped) 
brass— 
silver plated 
(electrolytic) 
Monel 
brass 
brass 
brass (red) 
brass 
Monel 
Avg. rate of 
drip 
ml/min 
130-210 
20 
33 
37 
34 
35-36 
28-35 
33 
38 
32 
28 
29 
32 
DO 
ppm 
8 
8 
6 
6 
6 
5 
5 
5-8 
1 
7 
7 
7 
7 
NH2C1 
(as Cl2) 
ppm 
2 + 
2 + 
1 
1 
1 
1 
1 
1-2 + 
0 
0 
0 
0 
0 
Wt. loss 
g 
0.04-0.06 
0.019-0.025 
0.022-0.028 
0.033 
0.032 
0.008 
0.024 
0.030 
0.0008 
0.052 
0.075 
0.011 
Service 
days 
14 
27 
32, 35 
63 
34, 56 
72 
47 
63 
147† 
119† 
44† 
330† 
133 
133 
278† 
232† 
330† 
* All seats were rigid with movable washer except No. 9, 10, and 11. 
† Seats still in service at end of testing. 
water but appeared to be more service-
able in dechlorinated water. It was 
interesting to note that brass in de-
chlorinated water lost weight before 
wire drawing. The appearance of 
these seats was bright red, indicating 
dezincification. 
Summary 
Electrolytically silver-plated brass 
faucet seats were satisfactory, but only 
when the plating was made on a clean 
surface and was complete enough to 
avoid weight loss. Seats No. 19, 20, 
and 22 were exposed for 5-30 min in 
150 ml of water containing 1 g KCN 
and 1 g AgCN. Dipping in silver cy-
anide with no electric current did not 
provide a satisfactory plating. 
Monel faucet seats were not subject 
to wire drawing. Although seat No. 6 
had a weight loss of 0.0114 g, there 
was not even microscopic evidence of 
deterioration on the surface and no 
previous weight loss had been experi-
enced. It is assumed that a small burr 
had been chipped off during removal 
with an Allen wrench. 
It should be noted that the accel-
erated tests provided herein were quite 
severe, more severe, in fact, than the 
conditions usually encountered in nor-
mal household use. Where automatic 
flow regulators are employed or where 
careless handling is' experienced, how-
ever, such conditions might exist. 
It was concluded that the excessive 
replacement of faucet seats resulted 
from the presence of appreciable chlora-
mine residuals in a greater portion of 
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the distribution system. The presence 
of dissolved oxygen in the water was 
not a contributing factor. The use of 
Monel or electrolytically silver-plated 
brass seats proved a satisfactory solu-
tion to the problem. 
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